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iC-MUxxx캘리브레이션간략매뉴얼
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iC-Muxxx 튜닝방법 #1

1. 테스트장비연결

① 회전검사지그 – MU1D 보드 – MB5U –외부전원 & 컴퓨터

② 자석장착및부착위치확인

• 자석상하및좌우중간위치에 IC  놓여있는지확인

• 자석과 IC간격 = 0.4mm(갭게이지로확인)

③ 외부전원 5V±0.2V 확인(MU1D – VDD, GND)

④ 컴퓨터 iC-MU150 프로그램실행

회전검사지그

검사용자석

MU1D & MB5U
외부전원

컴퓨터
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iC-Muxxx 튜닝방법 #2

2. 파라메터로딩

① 상단부 Disconnected 클릭 -> Connected 로변경됨확인

② File 메뉴

③ Load Config File “MU150-64M.cfg”
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iC-Muxxx 튜닝방법 #3

3. Analog 캘리브레이션

① 자석장착(상하주의 – Nonius또는 N마킹부분이아래쪽) –회전(50~350RPM)

② 중단부 Analog 탭메뉴클릭

③ Reset to default 클릭 -> Signal conditioning 값 0으로변경확인

④ 우측 automatic analog calibration에서 Calibrate 클릭

⑤ 프로세싱완료후 Relative Changes in LSB 값(Master & Nonius)확인후값이 0이아닌경우 3항반복(총

3회이상반복후 1~2개항목이 +-1인경우패스)

• 튜닝값이아래값이상이경우기구얼라인점검
• All Sine & Cosine Offset values < 10mV
• Phase < 2도
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iC-Muxxx 튜닝방법 #4

4. Nonius 캘리브레이션

① 중단부 Nonius calibration 탭메뉴클릭

② Calirate 클릭

③ 프로세싱완료 In Range Max & Min값이모두 90%이하일것(녹색)

④ 3항을추가 1회(총 2회) 수행하여모두 90%이하인경우합격
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iC-MUXXX Nonius Calibration 속도변경

❖ iC-BiSS calibration (only with adapter MB4U or MB5U): The GUI default setting of 187.5 

µs and a of 10,000 should yield good results for rotation speeds in between 50 – 350 

RPM. For rotation speeds of 350-800 RPM should be set to about 70-100 µs.

❖ 기본사양

⚫ 회전속도 : 50~350rpm

⚫ Frame repetition rate : 187.5usec

⚫ Samples : 10,000개

❖ 속도가빠르거나느린경우

① Calib Setup 탭선택

② Frame repetition rate 변경

⚫ 상기회전평균속도 200rpm시 187.5usec이므로

⚫ 20rpm시 1875.0usec정도로셋팅

⚫ 800rpm시 46.8usec정도로셋팅(매뉴얼상 70~100usec)
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