
iC-MU / iC-MU150은 중공형 위치 센서 (엔코더)용 홀센서 내장형 
SoC 입니다. 2 개 영구자석 트랙을 내장된 2 개 홀센서 어레이 
(Master & Nonius)로 스캐닝함으로써 1회전 절대 위치를 인식할 수 
있습니다. 내장된 14(필터 적용 안하는 경우 12) 비트 사인 / 
디지털 변환기 (interpolator)를 통하여 1주기 자극에 대하여 고정밀 
위치 데이터를 계산하고  내장된 버니어 캘리퍼스 원리를 이용한 
Nonius 계산기를 이용하여 1회전에 대한 고분해능 위치 데이터를 
동기화하여 계산합니다. 절대 위치 데이터는 시리얼 통신(BiSS, 
SSI, SPI)를 통하여 전송되며 추가로  인크리멘탈 신호(A,B,Z)와 
브러시리스 DC 모터를 위한 전류 인가 신호(U,V,W, 최대 16 극), 
아날로그 신호를 선택하여 출력할 수 있습니다. 
추가로, 별도 내장된 시리얼 통신을 이용하여 iC-PVL과 조합하여 
멀티턴 절대 위치를 인식할 수 있으며, 추가 iC-MU 와 세그먼트 
트랙이 추가된 3트랙 영구자석을 이용하여 고분해능 1회전 절대 
위치를 인식할 수 있습니다. 

 회전형(각도) 및 선형(길이) 센서 지원 
 내장된 홀센서를 이용한 2트랙 스캐닝 
 2가지 마스터 트랙 자석 폴피치(pole pitch) 지원 
 iC-MU : 자석 폴피치 1.28 mm(자극 주기 2.56mm) 
 iC-MU150 : 자석 폴피치 1.50 mm(자극 주기 3mm) 
 오프셋, 진폭 및 위상 정밀한 신호 보상(conditioning) 
 12/14(필터) 비트 해상도의 사인/디지털 실시간 변환 
 2트랙을 이용한 18 비트 절대 위치 인식 
 측정 거리 당 16, 32, 64개 자극 주기 지원 
 2개 iC-MU / iC-MU150 센서 직렬 연결을 통한 분해능(원형) 또는
측정 거리(선형) 확대 

 16m/s선형 속도, 24 000 RPM 회전 속도 
 고속 시리얼 통신(SPI, SSI, BiSS C) 
 인크리멘탈 엔코더 출력 (A, B, Z) 
 최대 16극 모터 정류 신호(U, V, W) 
 카운터 신호 및 sin / cos 신호 선택 출력 가능 
 1 ~ 65 536 CPR에 대한 FlexCount® 해상도 
 최대 18 비트의 직렬 멀티턴 인터페이스(iC-PVL) 
 위치 원점 설정 기능 
 외부 EEPROM에서 SPI, BiSS C 또는 I²C를 통한 디바이스 설정
 -40°C ~ 110°C의 작동 온도 범위 
 5mm x 5mm 소형 16핀 DFN패키지(RoHS 준수) 

중공형 자기식 싱글턴, 멀티턴 절대치 회전형 엔코더 

선형(리니어)  자기식 엔코더 

BLDC 모터용 중공형 엔코더 

다축 측정 시스템 
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Magnetic Off-Axis 

Absolute Position Encoders 



Rotary Targets

Axial        16        32        64

MU MU150 MU MU150 MU MU150

Largest 
inner Ø 3 mm 5.5 mm 15 mm 20 mm 40 mm 51 mm

Smallest 
outer Ø 18 mm 18 mm 30 mm 34 mm 56 mm 64 mm

Radial        16        32        64

MU MU150 MU MU150 MU MU150

Largest 
inner Ø 5 mm 7 mm 18 mm 23 mm 40 mm 50 mm

Smallest 
outer Ø 11.5 mm 13.7 mm 24.5 mm 29 mm 50.5 mm 59.6 mm

Magnetic Off-Axis Absolute Position Encoders
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Target Dimensions

Key Specifications Pin Configuration DFN16-5x5

Pin Functions

General

Supply +4.5 V ... +5.5 V, typ. 53 mA

Max. Operating Frequency 7 kHz

Max. Operating Speed linear speed to 16 m/s, rotational speed 
to 24 000 RPM @ 16 pole pairs,
to 12 000 RPM @ 32 pole pairs,
to 6000 RPM @ 64 pole pairs

Magnetic Field Strength 15 to 100 kA/m

Operational Temperature –40°C to +110°C

No. Name Function

1 SCL EEPROM interface, clock

2 SDA EEPROM interface, data

3 VPA + 4.5 V ... + 5.5 V analog supply voltage

4 VNA Analog Ground

Port B - configurable IO interface

5 PB0 Analog sin/cos signals
Commutation signals U, V, W
Incremental signals A, B, Z
Counter signals up/down, step/dir

6 PB1

7 PB2

8 PB3

Port A - configurable IO interface

9 PA3 SPI interface (config. & position)
BiSS interface (config.& position)
SSI interface (position)
Incremental signals A, B, Z

10 PA2

11 PA1

12 PA0

13 VND Digital Ground

14 VPD + 4.5 V ... + 5.5 V digital supply voltage

15 MTD Multiturn interface, data input

16 MTC Multiturn interface, clock output
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Sine-to-Digital Conversion

Conversion Resolution up to 12 bits per signal period 
(14 bits filtered)

Conversion Accuracy 2 LSB @ 12 bit

Analog Cutoff Frequency 20 kHz (–3 dB)

Position Resolution

Nonius of 16/15* 18 bits (filtered)**, 5 arcsec

Nonius of 32/31* 19 bits (filtered)**, 2.5 arcsec

Nonius of 64/63* 20 bits (filtered)**, 1.25 arcsec

*) No. of signal periods **) 18 bits max. for A/B outputs

Output Ports

Characteristics CMOS/TTL compatible, ±4 mA @ 5 V

PAx Port Modes SPI, SSI, BiSS C, A/B/Z

PBx Port Modes
A/B/Z, U/V/W, STEP/DIR, CW/CCW,
Sin/Cos 250 mVpk

Incremental Signals A/B to 5 MHz, Z index (adjustable gating)
FlexCount® resolution for 1 to 65 536 CPR

Commutation Signals U/V/W for 1 to 16 pole pairs,
phase shift 60°or 120°

Data Interfaces

SPI 4-wire, 10 MHz, for position data and config.

BiSS C up to 38 bits, ERROR, CRC protection, bidirectional, 10 MHz

SSI up to 38 bits, error bits, unidirectional, 4 MHz

Multiturn up to 18 bits SSI, 160 kHz

Linear Targets

MU MU150

Tracks Pole Pairs Absolute Measurement Length

2-track 

 

Master 16, Nonius 15 40.96 mm 48 mm

Master 32, Nonius 31 81.92 mm 96 mm

Master 64, Nonius 63 163.84 mm 192 mm

3-track 256, 255, 240 655.36 mm 768 mm

1024, 1023, 992 2621.44 mm 3072 mm




